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Recommended for 
surveillance in shops 
by the cashier, as well 
as near entrances to 
houses or company 
premises.

Monitoring of 2 directions. Monitoring of 3 directions. Monitoring of 4 directions.

▶  Made of PMMA (acrylic glass). Not unbreakable; designed primarily for use in non-public spaces.
▶  Two- and three-directional mirrors are mounted to a wall using fasteners included in the pack.  

Four-directional mirrors are mounted to the ceiling using 1 m long chains, which are also included.
▶  Suitable primarily for use in warehouses, production halls, logistical facilities.

Monitoring of 2 Directions

Type 3368

 550 × 540 × 550 mm

 3 kg

 Max. distance 6 m

Monitoring of 3 Directions

Type 3369

 800 × 320 × 400 mm

 2 kg

 Max. distance 8 m

Monitoring of 4 Directions

Type 3371

 ∅ 800 × 320 mm

 6 kg

 Max. distance 8 m

Monitoring of 4 Directions 

Type 3370

 ∅ 600 × 260 mm

 4 kg

 Max. distance 6 m

Monitoring of 4 Directions

Type 3372

 ∅ 1000 × 490 mm

 11 kg

 Max. distance 10 m

▶  Made of unbreakable plastic. The material is extremely 
lightweight, resistant to abrasion and mechanical damage.

▶  Economical solution and simple installation.
▶  Fitted with a ball joint, which enables 105 ° movement.
▶  Each mirror comes with a kit for mounting to a wall or ceiling.

Type 3373

 Recom. distance 4 m

 ∅ 400 mm

 1 kg

Type 3374

 Recom. distance 8 m

 ∅ 600 mm

 3 kg

Type 3375

 Recom. distance 12 m

 600 × 400 mm

 2 kg

Mirrors 
safety and surveillance




